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| CROSS SECTION DETAILSPROPOSED SIGNAGE A  |  ILLUMINATED PAN CHANNEL DISPLAY | Scale: 3/8” = 1'-0"

| VINYL COLORS
8500-091 Gold
8500-087 Emerald

Gold
White

| TRIM CAP COLORS
Green

Gold
White

Green

| RETURN  COLORS
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wall
conduit (1/2" min.) water tight

low voltage wiring
trim cap
3mm ACM
acrylic face
disconnect switch
mounting system
L.E.D. circuit boards
L.E.D. power supply

H

| FACE
1/8” White

| BACK
3mm ACM

FRONTAGE: 66’
SIGN HEIGHT:11’- 10”
SQUARE FOOTAGE: 54.78 sf

| ILLUMINATION
Hanley White LEDs

FACE: 1/8” White Acrylic 
TRIM CAP: 3/4” Gold, Green, White
RETURN: 5” Deep - .040 Aluminum

BACKS: 3mm ACM
ILLUMINATION: White LEDs
INSTALL: Flush To Wall

NOTE: 
Fabricate and install ONE (1) Set of Illuminated PC logo/letters 
as illustrated.

U.L. LISTED

THIS SIGN IS INTENDED TO BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS 
OF ARTICLE 600 OF THE NATIONAL ELECTRICAL CODE AND/OR OTHER APPLIABLE 
LOCAL CODES. THIS INCLUDES PROPER GROUNDING AND BONDING OF THE SIGN.  

A  |  3D VIEW

5”
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Existing sign to remain. Face change ONLY.

60”

72
”

| VINYL COLORS

B | FACE INSERT W/ VINYL GRAPHICS | Scale: 1/2” = 1'-0"

NOTE: 
•Remove existing faces & dispose.
•Manufacture TWO each (2each) acrylic/lexan faces.
•Produce & Apply set of vinyl graphics on new faces as illustrated.
•Install new faces in existing D/F pole display.

8500-091 Gold
8500-087 Emerald
Black

FRONT
ELEVATION Not to Scale


